Exproof Led Etanj

EtanjLed Armatiir
1x20W - 2x20W

Weatherproof LED Luminary

Govde

Body

LED

LED
Optik Kapak
LED
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Gama Iginlari

Driver
Girig Gerilimi
Input Voltage

Renksel Ger. Ind.
Colour Rendering Index
Frekans

Frequency

Gii¢ Faktorii
Power Factor

Etkinlik Faktorii
Efficienty Factor

Koruma Sinifi
Protection Class

Opsiyonel

120

105°

Optional

90°

75°

60°

Renk Sicakhg
Colour Temperature

180.0 0.0
270.0 90.0
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Polikarbon Enjeksiyon
Polycarbon injection

SMD Mid Power
SMD Mid Power

Opal diffiizor
Opal diffuser

d-led, opsiyonel ENEC belgeli
d-led, optional ENEC certificated driver

185V — 240V, 85V - 240V
185V - 240V, 85V - 240V

>80
>80

50 - 60Hz
50-60Hz

>0,95
>0,95

110 Lm/W
110 Lm/W

IP65
P65

DALI ve koridor fonksiyon uygulamasi, 1-10V
Dim, 3 saate kadar acil durum aydinlatma
tinitesi, sensor, polikarbon govde ve opal
difiizor.

DALI and corridor function, 1-10V dimming,
emergency lighting unit up to 3 hours, sensor and
PC body or PC diffuser application

6500K / 4500K
6500K / 4500K

1):100.00%
Uriin Ozellikleri Product Details
Kod Koli Ebati Koli Agithgi  Amb. Ad. Uriin Giicii ~ Armatiir Olg. Isik Akisi
Code Box Dimensions Box Weight Pcs./Box  Power Dimensions  Lumin. Flux
(mm) (Kg) (mm)abec (Im)
322067020 1325x365x395 22,00 12 1x20 W 1285x115x85 2200
322067040 1325x365x395 24,00 12 2x20W 1285x115x85 4400

150 9001 C € <iSE> Edogan

dlite’ d-tech’ d-led’ ELMEKSAN’
KOLAYLIK ELEKTRIK A.S.'nin Tescilli Markalaridir.
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